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Product Details /

S/N Rules Features
SL—=Méb5 X X =X X=X X > Unique patent design, CE, ROHS listed
1 2 34 5 67 > Water-proof , Dust-proof, Damp-proof, Vapor-proof
EX:  SL- M65F2-20-PB > IP65 IKO7
12 34567 > Mitsubishi PC housing, Anti-UV
1: SL-ShineLong > 100~110lm/w or 120~130Im/w
2: Mé5: EcoMini IP65 Mini tri-proof > Long lifespan 50,000hrs
3: X-Cover Type (F: Frosted cover) > 5years warranty
4: X-Length, (2: 2ft 60cm, 4: 4ft 120cm, 5: 5ft 150cm)
5: XX-Power consumption (20: 20w, 30: 30w,40: 40w, 50: 50w, 60:
60w)
6: X-Color Temperature (W: Warm white, P: Pure white, C: Cold
white ) Temperature

7: X-Function Type (B: Battery, Emergency function,

D: 0/1-10V dimmable,L: DAL dimmable) Operating:  -20 ~ +50°C

Storage: -40 ~ +85°C
Application
(o) PN 50
. . tai AR
> Parking place > Railway Station i \k @
> Corridor / Gallery > Warehouse

CE X

info@ferongroup.eu www.ferongroup.eu Q]



Product Details
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Dimension /

SymE
1) C
v
) A . < >
< g B
length A B C
600 600 69 70 61
1200 1200 69 70 61
1500 1500 69 70 61
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Data Sheet

/

Standard Lumen Version>>>>>110~120lm/w

SL-M65X2-20-X 600*70*61mm 20W 156 120° >80 100~240V 30~40V <4 110~120Im/w 2200~2400Im

SL- M65X4-30-X 1200%70%61mm 30W 260 120° >80 100~240V 30~40V <4 110~120Im/w 3300~3600Im

SL- M65X5-40-X 1500*70*61mm 40W 312 120° >80 100~240V 30~40V <4 110~120Im/w 4400~4800Im
Premium Lumen Version>>>>>130~140lm/w

SL-M65X2-20-X 600%70*61mm 20W 156 120° >80 100~240V 30~40V <4 130~140Im/w 2600~2800Im

SL- Mé5X4-30-X 1200%70%61mm 30W 260 120° >80 100~240V 30~40V <4 130~140Im/w 3900~4200Im

SL- M65X5-40-X 1500%70*61mm 40W 312 120° >80 100~240V 30~40V <4 130~140Im/w 5200~5600Im

Different wattage can be customized
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Wiring Methed  /

H Detachable end cap / Fit for self-mounted connection

Loosen the screws by tooling Open the end cap and insert your local
cable to terminals as per corresponding
cable marks

M Series Connection

G]U_! E‘UFHE:E%D:@E{:%Q ;L .........

Lock the end caps up and fasten the
connector well

;
Il
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Available quantity

in series connection /

SL-M65X2-20-X 20W 100V 40pcs 220V 90pcs 277V 118pcs
SL- M65X4-30-X 30w 100V 27pcs 220V 60pcs 277V 78pcs
SL- M65X5-40-X 40W 100V 20pcs 220V 45pcs 277V 59pcs

Wiring Diagram
VDE/UL Standard AWG 18
3X1.0mm’

N L (EU market-3pole cable) (US market-3pole cable)
IRRIS L: Brown Black
N: Blue White
E: Yellow-Green Green
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Wiring Diagram

/

Non Dimmable Tri-proof LED Lamp

1omm

e =

i — | —

(EU market-3 pole cable)  (US market-3 pole cable)

L: Brown Black
: Blue White
E: Yellow-Green Green

DALI Dimmable Tri-proof LED Lamp

5X1.0mm

L
N | |
DA+

| I E— | E—

(EU market-5 pole cable)  (US market-5 pole cable)

L: Brown Black
N: Blue White
E: Yellow Green
DA+: Red Red
DA-: Green Orange

0/1-10V Dimmable Tri-proof LED Lamp

5X1.0mm’"

El
L

1

N
DIM+ I
DIM-

(EU market-5 pole cable)  (US market-5 pole cable)

L: Brown Black
N: Blue White
E: Yellow Green
DIM+: Red Red
DIM-: Green Orange

Available Dimming way

Suggested suitable dimmer brands for DALI
dimming way:

Tridonic ( European market )

Lutron & Leviton (American market )

Philips Dynalite & Clipsal (Australian market )
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Ceiling Mounted Installation /

@ Drill @ 6mm holes on the roof/wall. @ Insert ®6mm expansion pipe into the
hole and fix the bracket by M4 screw.

l

B
=
|

® Celiling Installation. @ Put the lamp insert into the installed clips on the ceiling
accordingly, then rotate the clips inside the lamp to
lock it.
%
1 1

,
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Package /

SL-M65X2-20-X 600*70*61mm 680*240*245mm 7 9 512CTNs 1072CTNs 1260CTNs
SL- M5X4-30-X 1200%70%61mm 1280%240*245mm 9.5 13 278CTNs 576CTNs 688CTNs
SL- M65X5-40-X 1500%70*61mm 1680*240*245mm 13.5 17 222CTNs 468CTNs 526CTNs

EcoMini PE Bag Inner Box

\

Shipping Carton
PPing 9PCS/CTIN

All the above information is subject to the final interpretation of ShineLong Technology.
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