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DETAIL

4737P
OPAL DIFFUSER

LIGHT DISTRIBUTION CURVE

 

Accessories

Protection KiMounting Spring  tEnd-cap  

*For retail or wholesale,you can buy accessories seprately. 
*For project,you can tell us what exactly you want,we will recommend relatively proper accessories.  

570/1130/1410/1690/2250

47

37

(2FT/4FT/5FT/6FT/8FT)

LIGHT DISTRIBUTION CURV

TECHNICAL DATA

Power

12W

24W

36W

42W

PRODUCT OPTION

CRI

CCT

Finish

Dimming

3000K 4000K 5000K 6000K

82+ 90+

White Black Silver Custom Color

95+

On/off 1-10V DALI Color Changing

Sensor

Emergency None 1.5 hours,half power

None Motion and daylight sensor

Item No.  

LR4737P-600

LR4737P-1200

LR4737P-1500

LR4737P-1800

LR4737P-2400 48

Dimension  

570*47*37mm(2FT)

1130*47*37mm(4FT)

1410*47*37mm(5FT)

1690*47*37mm(6FT)

2250*47*37mm(8FT) W

LED Output  

2040Lm

4080Lm

6120Lm

7140Lm

8080Lm

System Output  

1200Lm

2400Lm

3600Lm

4200Lm

4800Lm

· Equipped with non-flicking driver and high lumen SMD led chip,

·  Options for 1-10V dimming,dali dimming and color changing driver.

· Long lifespan up to 50000hours,low decay and low maintanence cost.

· Distinguished end-caps,No screw to be appeared,No light leak.

· High grade aluminum,high quality surface painting.

· Fast and easy connection with no shadow.

· High efficiency PC and even light distribution,no shawdon,anti-glare     

feature,easy installation to any shape.

· Application:Office,School,Hospital,Supermartket,Shopping   

Mall,Hotel,Public Area

PRODUCT FEATURE

100

P70 P71

42

Cut-out



4737L1
OPTIC LENS

 

Accessories  

Protection KiMounting Spring  tEnd-cap  

*For retail or wholesale,you can buy accessories seprately. 
*For project,you can tell us what exactly you want,we will recommend relatively proper accessories. 

570/1130/1410/1690/2250

47

37

(2FT/4FT/5FT/6FT/8FT)

TECHNICAL DATA

LIGHT DISTRIBUTION CURVE  

DETAIL

Power

2*5W

4*5W

6*5W

6*5W

Item No.  

LR4737L1-600

LR4737L1-1200

LR4737L1-1500

LR4737L1-1800

LR4737L1-2400 8*5

Dimension  

570*47*37mm(2FT)

1130*47*37mm(4FT)

1410*47*37mm(5FT)

1690*47*37mm(6FT)

2250*47*37mm(8FT) W

LED Output LED 

1400Lm

2800Lm

4200Lm

4200Lm

5600Lm

System Output  

900Lm

1800Lm

2700Lm

2700Lm

3600Lm

570mm(2FT)

1130mm(4FT)

1410mm(5FT)

1690mm(6FT)

2250mm(8FT)

LED:1W-3W

PRODUCT OPTION

CRI

CCT

Finish

Dimming

3000K 4000K 5000K 6000K

82+ 90+

White Black Silver Custom Color

95+

On/off 1-10V DALI Color Changing

Sensor

Emergency None 1.5 hours,half power

None Motion and daylight sensor

· Equipped with non-flicking driver and high lumen SMD led chip,

·  Options for 1-10V dimming,dali dimming and color changing driver.

· Long lifespan up to 50000hours,low decay and low maintanence cost.

· Distinguished end-caps,No screw to be appeared,No light leak.

· High grade aluminum,high quality surface painting.

· Fast and easy connection with no shadow.

· High efficiency optic lens,no shawdon,anti-glare feature,easy installation 

to any shape.

· Application:Office,School,Hospital,Supermartket,Shopping   

Mall,Hotel,Public Area

PRODUCT FEATURE

P74 P75

Cut-out
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12° 24° 38° 50°

Asymatric50°*50° 35°*75°



4737L2
OPTIC LENS SEAMLESS

 

Accessories  

Protection KiMounting Spring  tEnd-cap  

*For retail or wholesale,you can buy accessories seprately. 
*For project,you can tell us what exactly you want,we will recommend relatively proper accessories. 

813/1078/1343/2005

47

37

(2.5FT/3.5FT/4.5FT/6.5FT)

TECHNICAL DATA

LIGHT DISTRIBUTION CURVE  

DETAIL

Power

6*5W

8*5W

10*5W

15*5W

Item No.  

LR4737L2-800

LR4737L2-1000

LR4737L2-1400

LR4737L2-2000

Dimension  

813*47*37mm(2.5FT)

1078*47*37mm(3.5FT)

1343*47*37mm(4.5FT)

2005*47*37mm(6.5FT)

LED Output   

4200Lm

5600Lm

6000Lm

10500Lm

System Output  

2700Lm

3600Lm

4500Lm

6750Lm

LED:1W-3W

PRODUCT OPTION

CRI

CCT

Finish

Dimming

3000K 4000K 5000K 6000K

82+ 90+

White Black Silver Custom Color

95+

On/off 1-10V DALI Color Changing

Sensor

Emergency None 1.5 hours,half power

None Motion and daylight sensor

813mm(2.5FT)

1078mm(3.5FT)

1343mm(4.5FT)

2005mm(6.5FT)

· Equipped with non-flicking driver and high lumen SMD led chip,

·  Options for 1-10V dimming,dali dimming and color changing driver.

· Long lifespan up to 50000hours,low decay and low maintanence cost.

· Distinguished end-caps,No screw to be appeared,No light leak.

· High grade aluminum,high quality surface painting.

· Fast and easy connection with no shadow.

· High efficiency optic lens,no shawdon,anti-glare     feature,easy 

installation to any shape.

· Application:Office,School,Hospital,Supermartket,Shopping   

Mall,Hotel,Public Area

PRODUCT FEATURE

P76 P77
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Cut-out

12° 24° 38° 50°

Asymatric50°*50° 35°*75°



4737C
OPTIC LENS+OPAL DIFFUSER

 

Accessories  

Protection KiMounting Spring  tEnd-cap  

*For retail or wholesale,you can buy accessories seprately. 
*For project,you can tell us what exactly you want,we will recommend relatively proper accessories. 

1130/1410/1690/2250

47

37

(4FT/5FT/6FT/8FT)

· Equipped with non-flicking driver and high lumen SMD led chip,

·  Options for 1-10V dimming,dali dimming and color changing driver.

· Long lifespan up to 50000hours,low decay and low maintanence cost.

· Distinguished end-caps,No screw to be appeared,No light leak.

· High grade aluminum,high quality surface painting.

· Fast and easy connection with no shadow.

· High efficiency PC and optic lens,no shawdon,anti-glare     feature,easy 

installation to any shape.

· Application:Office,School,Hospital,Supermartket,Shopping   

Mall,Hotel,Public Area

PRODUCT FEATURE

TECHNICAL DATA

LIGHT DISTRIBUTION CURVE  

DETAIL

Power

2*5W+12W

4*5W+12W

4*5W+15W

Item No.  

LR4737C-1200

LR4737C-1500

LR4737C-1800

LR4737C-2400 4*5W+24

Dimension  

1130*47*37mm(4FT)

1410*47*37mm(5FT)

1690*47*37mm(6FT)

2250*47*37mm(8FT) W

LED Output  

3080Lm

4480Lm

4900Lm

6160Lm

System Output  

1980Lm

2880Lm

3150Lm

3960Lm

LED:1W-3W

PRODUCT OPTION

CRI

CCT

Finish

Dimming

3000K 4000K 5000K 6000K

82+ 90+

White Black Silver Custom Color

95+

On/off 1-10V DALI Color Changing

Sensor

Emergency None 1.5 hours,half power

None Motion and daylight sensor

1130mm(4FT)

1410mm(5FT)

1690mm(6FT)

2250mm(8FT)

570mm(2FT)

570mm(2FT)

1130mm(4FT)

840mm(3FT)

P78 P79
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Cut-out

12° 24° 38° 50°

Asymatric50°*50° 35°*75°



CONTINUOUS  

180�Extender 

 

T Shape Corner 

 

L Shape Corner 

X Shape Corner 

 

 

DETAIL

6537P
OPAL DIFFUSER

LIGHT DISTRIBUTION CURV

100

 

Accessories  

Protection KiMounting Spring  tEnd-cap  

*For retail or wholesale,you can buy accessories seprately. 
*For project,you can tell us what exactly you want,we will recommend relatively proper accessories. 

570/1130/1410/1690/2250

65

37

(2FT/4FT/5FT/6FT/8FT)

LIGHT DISTRIBUTION CURVE

TECHNICAL DATA

Power

12W

24W

36W

42W

PRODUCT OPTION

CRI

CCT

Finish

Dimming

3000K 4000K 5000K 6000K

82+ 90+

White Black Silver Custom Color

95+

On/off 1-10V DALI Color Changing

Sensor

Emergency None 1.5 hours,half power

None Motion and daylight sensor

Item No.  

LR6537P-600

LR6537P-1200

LR6537P-1500

LR6537P-1800

LR6537P-2400 48

Dimension  

570*65*37mm(2FT)

1130*65*37mm(4FT)

1410*65*37mm(5FT)

1690*65*37mm(6FT)

2250*65*37mm(8FT) W

LED Output  

2040Lm

4080Lm

6120Lm

7140Lm

8160Lm

System Output  

1200Lm

2400Lm

3600Lm

4200Lm

4800Lm

100

· Equipped with non-flicking driver and high lumen SMD led chip,

·  Options for 1-10V dimming,dali dimming and color changing driver.

· Long lifespan up to 50000hours,low decay and low maintanence cost.

· Distinguished end-caps,No screw to be appeared,No light leak.

· High grade aluminum,high quality surface painting.

· Fast and easy connection with no shadow.

· High efficiency PC and even light distribution,no shawdon,anti-glare     

feature,easy installation to any shape.

· Application:Office,School,Hospital,Supermartket,Shopping   

Mall,Hotel,Public Area

PRODUCT FEATURE

P80 P81

60

Cut-out



TECHNICAL DATA

XP105P
OPAL DIFFUSER

Round luminaire housing in aluminium, rolled profile, seamlessly welded; 

surface powder coated in white, grey, dark grey, black, beige or dark 

brown; Suspended luminaire with 1500 mm cable suspension; with 

integrated tool-less suspension height adjustment;

Available in diff erent versions and LED performance classes.Select the 

translucent cover for uniform illuminance, or the microprismatic variant for 

glare-free offi ce lighting with an optimum UGR value of <19. Especially in 

large projects, the wide range of options has many benefi ts: the various 

performance classes mean that diff erent room concepts can be 

implemented cost eff ectively and energy effi ciently, while maintaining a 

clean and uniform design style.

PRODUCT FEATURE

P08

XP105P-600

XP105P-900

XP105P-1200

D600*H105m

Item No.  

m

D900*H105mm

D1200*H105mm

Item No.  

D600*H105m

Dimension  

m

D900*H105mm

D1200*H105mm

XP105PU-60

Dimension  

0

XP105PU-900

XP105PU-1200

Power

75W 12750Lm

120W 20400Lm

180W 30600Lm

7500Lm

12000Lm

18000Lm

LED Output  

Powe

System Output  

r

55W 9300Lm

80W 13600Lm

120W 20400Lm

6600Lm

9600Lm

14400Lm

LED Output  System Output  



TECHNICAL DATA

XP105PM
PRISMATIC DIFFUSER
UGR<19

Round luminaire housing in aluminium, rolled profile, seamlessly welded; 

surface powder coated in white, grey, dark grey, black, beige or dark 

brown; Suspended luminaire with 1500 mm cable suspension; with 

integrated tool-less suspension height adjustment;

Available in diff erent versions and LED performance classes.Select the 

translucent cover for uniform illuminance, or the microprismatic variant for 

glare-free offi ce lighting with an optimum UGR value of <19. Especially in 

large projects, the wide range of options has many benefi ts: the various 

performance classes mean that diff erent room concepts can be 

implemented cost eff ectively and energy effi ciently, while maintaining a 

clean and uniform design style.

PRODUCT FEATURE

P10 P85

XP105PM-600

XP105PM-900

XP105PM-1200

Item No.  

D600*H105mm

D900*H105mm

D1200*H105mm

Item No.  Dimension  

D600*H105mm

D900*H105mm

D1200*H105mm

XP105PMU-60

Dimension  

0

XP105PMU-900

XP105PMU-1200

Power

80W

120W

180W

7200Lm

10800Lm

16200Lm

LED Output  

Powe

System Output  

r

55W

80W

120W

5500Lm

8000Lm

12000Lm

LED Output  System Output  

9300Lm

13600Lm

20400Lm

12750Lm

20400Lm

30600Lm



TECHNICAL DATA

Item No.  

XR5070-600

XR5070-900

XR5070-1200

XR5070-1500

XR5070-2000

XR5070-2400

XR5070-3000

XR5070-5000

XR5070-10000

Dimension  

600*50*70mm(2FT)

900*50*70mm(3FT)

1200*50*70mm(4FT)

1500*50*70mm(5FT)

2000*50*70mm(7FT)

2400*50*70mm(8FT)

3000*50*70mm(10FT)

5000*50*70mm(16FT)

10000*50*70mm(32FT)

Power

30W

40W

60W

95W

125W

150W

190W

315W

620W

LED Output

5100Lm

6800Lm

10200Lm

16150Lm

21250Lm

25500Lm

32300Lm

53550Lm

10540Lm

System Output

3000Lm

4000Lm

6000Lm

9500Lm

12500Lm

15000Lm

19000Lm

31500Lm

62000Lm

XR5070
CIRCULAR RING 

· Equipped with non-flicking driver and high lumen SMD led chip,

·  Options for 1-10V dimming,dali dimming and color changing driver.

· Long lifespan up to 50000hours,low decay and low maintanence cost.

· High grade aluminum,high quality surface painting.

· Fast and easy connection with no shadow.

· High efficiency PC and even light .distribution,no shawdon,anti-glare     

feature,easy installation to any shape.

· Application:Office,School,Hospital,Supermartket,Shopping   

Mall,Hotel,Public Area

PRODUCT FEATURE

PRODUCT OPTION

CRI

CCT

Finish

Dimming

3000K 4000K 5000K 6000K

82+ 90+

White Black Silver Custom Color

95+

On/off 1-10V DALI Color Changing

Sensor

Emergency None 1.5 hours,half power

None Motion and daylight sensor

ø600mm

ø900mm

1/4 　ø1500

1/4 　ø2000

1/4 　ø2400

1/6 　ø3000

1/8 　ø5000

ø1200mm

P36 P37
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