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¡Marca que ha pasado la prueba del tiempo!

Los productos Feron se fabrican desde 1999. Durante este tiempo, hemos tomado la posición de 
liderazgo en el campo de la iluminación LED de calidad. Hemos ampliado significativamente la gama de 
productos con los productos más modernos y demandados para resolver problemas en el campo de la 
iluminación profesional y doméstica.

Surtido
Hoy, Feron produce más de 2500 artículos de 
iluminación en las siguientes áreas:
- Fuentes de luz
- Luminarias: domésticas, industriales, de oficina, 
exteriores, autónomas
- Iluminación decorativa
- Electrotécnica y accesorios

Calidad
Amplia experiencia profesional de nuestros 
empleados y nuestro propio laboratorio, 
equipado con los últimos equipos, permiten llevar 
a cabo una investigación de alta calidad de 
cualquier producto LED y lleve a cabo un control 
de calidad entrante de los productos.

Servicio
Su manager personal siempre les ayudará a 
organizar las ventas al más alto nivel, asesorar 
sobre el producto, notificar sobre descuentos y 
promociones, notificar con anticipación sobre 
la llegada de nuevos productos. Ofrecemos 
a nuestros clientes soporte publicitario y de 
marketing.

Programa de afiliación
Ofrecemos cooperación a largo plazo en 
condiciones favorables, programas de 
comerciantes y de distribución.
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LED Street Light Series

Model: UNI-STA8-1-015/025/035/045 
Rated Power: 15-45W  
Fixture Lumen Output: 1800-6750Lm

Model: UNI-STA8-2-060  
Rated Power: 60W  
Fixture Lumen Output: 7200-9000Lm 

Model: UNI-STA8-3-090/120  
Rated Power: 90-120W  
Fixture Lumen Output: 10800-18000Lm 

Model: UNI-STA8-4-150/180/200 
Rated Power: 150-200W  
Fixture Lumen Output: 18000-30000lm 

LEDOLPHIN 120-150Lm/W

MICRO

MINI

MIDI

MAXI
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LED Street Light Series

Model: UNI-STA7-0-015/020/030/040/050 
Rated Power: 15-52W  
Fixture Lumen Output: 1800-7800Im 

Model: UNI-
STA7-1-015/020/030/040/050/060
Rated Power: 15-60W  
Fixture Lumen Output: 1800-9000Im 

Model: UNI-STA7-4-070/080/090/100 
Rated Power: 70-100W  
Fixture Lumen Output: 8400-15000Im 

Model: UNI-STA7-3-070/080/090/100/120/150
Rated Power: 70-150W  
Fixture Lumen Output: 8400-22500Im 

Model: UNI-STA7-5-180/200/220/240
Rated Power: 180-240W  
Luminaire Efficiency: 21600-36000lm 

NANO 120-150Lm/W

MICRO

MINI

MINI PLUS

MIDI

MAXI
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LED Street Light Series

Model: UNI-STA3-1-035/060  
Rated Power: 35-60W  
Fixture Lumen Output: 4200-9000Im 

Model: UNI-STA3-2-090/120  
Rated Power: 90-120W  
Fixture Lumen Output: 10800-18000Im 

Model: UNI-STA3-3-150/180/200/240 
Rated Power: 150-240W  
Fixture Lumen Output: 18000-36000lm 

SHARK 120-150Lm/W 

MINI

MIDI

MAXI
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LED Street Light Series

Model: UN I-STB3-1-030/040/050/060 
Rated Power: 30-60W  
Fixture Lumen Output: 3900-7800lm 

Model: UNI-STB3-2-070/080  
Rated Power: 70-80W  
Fixture Lumen Output: 9100-10400Im 

Model: UNI-STB3-3-090/100/120 
Rated Power: 90-120W  
Fixture Lumen Output: 11700-15600Im 

Model: UNI-STAB3-4-150/160  
Rated Power: 150-160W  
Fixture Lumen Output: 19500-20800lm 

Model: UNI-STB3-5-180/200/210 
Rated Power: 180-210W  
Fixture Lumen Output: 23400-27300Im 

ECO 130Lm/W 

MICRO

MINI

MINI PLUS

MIDI

MAXI

Preparation for RoHS/WEEE certification
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LED Street Light Series

Model: UNI-STB3-0-030/040 
Rated Power: 30-40W  
Fixture Lumen Output: 3900-5200Im 

Model: UNI-STB3-1-050/060 
Rated Power: 50-60W  
Fixture Lumen Output: 6000-7800Im 

Model: UNI-STB3-2-070/080  
Rated Power: 70-80W  
Fixture Lumen Output: 8400-10400Im 

Model: UNI-STB3-3-090/100/120
Rated Power: 90-120W  
Fixture Lumen Output: 10800-15600lm 

Model: UNI-STAB3-4-130/140/150/160 
Rated Power: 130-160W  
Fixture Lumen Output: 15600-20800Im 

Model: UNI-STB3-5-180/200/210 
Rated Power: 180-210W  
Fixture Lumen Output: 21600-27300Im 

ECOFLEX 130Lm/W 

MICRO

MICRO PLUS 

MINI

MINI PLUS

MIDI

MAXI

Preparation for RoHS/WEEE certification
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LED Street Light Series

Model: UNI-STB5-1-020/030 
Rated Power: 20-30W  
Fixture Lumen Output: 2500-3750lm 

Model: UNI-STA9-1-060/080/100 
Rated Power: 15-100W  
Fixture Lumen Output: 1800-15000Im 

Model: UNI-ST05-1K/2/2K/3/4 
Rated Power: 65-250W  
Fixture Lumen Output: 7150-32500lm 

Model: UNI-STB5-2-040/060 
Rated Power: 40-60W  
Fixture Lumen Output: 5000-7500Im 

ECONPLUS 125Lm/W 

OSTAR 120-150Lm/W 

I-LUX 110-130LM/W

MINI

MIDI

Preparation for CE/CB certification 
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LED Solar Street Light 

SUNMASTER 175Lm/W Model: UNI-STA7-1/3/4  
Rated Power: 20-100W  
Fixture Lumen Output: 3500-17500lm 

Working Mode

Product Model Rated Power Lumen Output Solar Panel System Voltage Battery AH

Nano mini 20W 3500Im 18V, 80Wp, 1pcs 12V 35

Nano mini 30W 5250Im 18V, 100Wp, 1pcs 12V 54

Nano mini 40W 7000Im 18V, 120Wp, 1pcs 12V 72

Nano mini 50W 8750Im 18V, 80Wp, 2pcs 12V 88

Nano mini 60W 10500Im 18V, 100Wp, 2pcs 24V 54

Nano mini plus 60W 10500Im 18V, 100Wp, 2pcs 24V 54

Nano midi 80W 14000Im 18V, 120Wp, 2pcs 24V 70

Nano midi 100W 17500Im 18V, 150Wp, 2pcs 24V 88

EconPlus 20W 3500Im 18V, 80Wp, 1pcs 12V 35

EconPlus 30W 5250Im 18V, 100Wp, 1pcs 12V 54

EconPlus 40W 7000Im 18V, 120Wp, 1pcs 12V 72

EconPlus 50W 8750Im 18V, 80Wp, 2pcs 12V 88

EconPlus 60W 10500Im 18V, 100Wp, 2pcs 24V 54

The configurations are based on the peak sunshine duration in South Africa and the specified working mode.
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LED Landscape Light Series

Model: UNI-YA05-1  
Rated Power: 20-80W  
Fixture Lumen Output: 2400-10800Im 

Model: UNI-YA04-1  
Rated Power: 15-80W  
Fixture Lumen Output: 1575-10800lm 

Model: UNI-YA03-1  
Rated Power: 15-80W  
Fixture Lumen Output: 1575-10000Im 

VILLA 120-135Lm/W

BETA 105-135Lm/W

OPERA 105-125Lm/W

Preparation for RoHS/WEEE certification 
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LED Modules

Model: UN I-STB3-1-030/040/050/060 
Rated Power: 30-60W  
Fixture Lumen Output: 3900-7800lm 

Model: UNI-STB3-2-070/080  
Rated Power: 70-80W  
Fixture Lumen Output: 9100-10400Im 

Model: UNI-STB3-3-090/100/120 
Rated Power: 90-120W  
Fixture Lumen Output: 11700-15600Im 

Model: UNI-STAB3-4-150/160  
Rated Power: 150-160W  
Fixture Lumen Output: 19500-20800lm 

Model: UNI-STB3-5-180/200/210 
Rated Power: 180-210W  
Fixture Lumen Output: 23400-27300Im 

130-155Lm/W
Preparation for CE certification 
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LED Tunnel / Flood Light Series

Model: UNI-TNF3  
Rated Power: 30-1 00W  
Fixture Lumen Output: 3600-12000Im 

Model: UNI-TND3-1/2/3/4/5/6  
Rated Power: 20-240W  
Fixture Lumen Output: 2200-26400lm 

LINEAR MOON 120lm/W 

BRIGHT MOON V2 110lm/W 

Preparation for CE certification 
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LED Tunnel / Flood Light Series

Model: UNI-TNA3-1/2/3/4  
Rated Power: 30-240W  
Fixture Lumen Output: 3300-26400Im 

Model: UNI-TNC3-1/2/3/4  
Rated Power: 30-240W  
Fixture Lumen Output: 3300-26400Im 

PEARL MOON 110lm/W 

FULL MOON 110lm/W 
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Unicorn Series

MICRO UNI-PRE5-1-250

MICRO UNI-PRE5-4-1000

MICRO UNI-PRE5-2-500

MICRO UNI-PRE5-5-1250

MICRO UNI-PRE5-3-750

Unicorn series LED floodlight is an innovative and versatile LED high 
mast area lighting solution designed for sports and multi-purpose 
venues. With optical flexibility and modular design, Unicorn enables 
various combinations of optics including the possibility to tilt each 
single LED module to produce the optimal lighting performance and 
reduce wind resistance. Constructed from die-casting aluminum, Uni-
corn is robust, safe and endurable to withstand harsh environment. 

APPLICATIONS 

Sport arenas, airport, tower crane, golf course, football field, stadium 
and terminals etc. 

FEATURES & BENEFITS

•	Heavy duty robust design ensures durability and security.

•	Quick adjustable modular design in ±30 degrees enhances the 
flexibility of applications.

•	Wide wattage coverage from 250W to 1250W.

•	Tool-free replacement of LED modules realizes fast maintenance 
on the spot.

•	Optional light shield reduces light pollution.

•	 10°/25°/45°/60°/90° /130*30*60° beam angle options.

•	High efficacy up to 140~150Im/W produces sufficient lumen output.

•	 IP66 and IK08 rated.

•	Reliable U-bracket realizes 180 degrees rotatable, easy installation 
for any applications.

•	 10/20KV surge protection device optional.

PRODUCT DESCRIPTION 

Preparation for CE /TUV /ROHS certification.
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FLEXIBLE MODULAR DESIGN (TOOL-FREE) 

Product Model UNI-PRE5-1-250 UN I-PRE5-2-500 UNI-PRE5-3-750 UNI-PRE5-4-1000 UN I-PRE5-5-1250

Light Source Lumileds / Osram (For 10° Beam Angle Only)

Input Voltage AC100 -240V 50/60Hz

Power Factor ≥0.95 

Rated Power ( W ) 250 500 750 1000 1250

Luminaire Efficiency ( lm/W ) 130 (MAX:140) 

Luminous Flux ( Im) 32500 65000 97500 130000 162500

Color Temperature ( K ) *@5000K 3000±300/4000±300/5000±300/5700±500/6500±500 

Color Rendering Index 70/80

Beam Angle 10° / 25° / 45° / 60° / 90° / polarized light 60° 

Operating Temperature Range - 20 °C- 50 °C 

Operating Humidity Range 10 % - 90 % RH 

Storage Temperature Range - 25 °C- 50 °C

Housing Material Die casting aluminum 

IP Rating IP66

Luminaire Dimension ( mm ) 222 x 462 x 111 399 x 462 x 111 584 x 462 x 111 761 x 462 x 111 952 x 502 x 111

Packing Dimension ( mm ) 543 x 422 x 180 613 x 536 x 175 663 x 536 x 225 853 x 536 x 225 1073 x 536 x 335

Net Weight (Kg ) 8.35 15.6 21.5 27.3 36.0

Gross Weight ( Kg ) 9.0 16.6 22.8 28.8 37.5

Insert module into the 
correspondent socket, 
fix the module with 
bracket and thumb screws. 

Loosen the thumb screws, 
remove the bracket. 

Each single module 
can be adjusted ±500

Take off the defective module, 
replace it with a new module. 

Unicorn Series

MODULE ASSEMBLY MODULE REPLACEMENT 

1 1

2 2

* The dimensions above are without mounting brackets.
* ±7% tolerance is reserved for the luminous flux.
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Unicorn Series 

DIMENSIONS
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Unicorn Series

LIGHT DISTRIBUTIONS 

00

450

900

250

600

Polarized Light 60° 
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Bigeye Series

MINI UNI-PRE6-1-400/500

MICRO UNI-PRE6-1-800/1000

Bigeye Series LED sport lights deliver maintenance-free, high quali-
ty lighting for sports and recreational fields and other large outdoor 
spaces. Bigeye LED luminaires provide bright, uniform light with precise 
beam angles that optimize safety and visibility for athletes and spec-
tators. Delivering high efficacy up to 130Im/W, the series is available in 
four wattage options ranging from 400W to 1 000W. 

APPLICATIONS 

Sport arenas, airport, tower crane, squares, golf course, football field, 
stadium and terminals etc.

FEATURES & BENEFITS

•	Heavy duty robust design ensures durability and security.

•	 	Wide wattage coverage from 400W to 1000W.

•	 	Optional light shield reduces light pollution.

•	 10° / 25° / 45° / 60° / 90° beam angle options.

•	 	High efficacy up to 140~150lm/W produces sufficient lumen output.

•	 	IP66 and IK08 rated.

•	 	Die-cast U bracket improves overall reliability.

•	 	10/20KV surge protection device optional.

PRODUCT DESCRIPTION 

Preparation for CE /TUV /ROHS certification.
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Bigeye Series

Product Model UNI-PRE6-1-400 UNI-PRE6-1-500 UN I-PRE6-1-800 I UNI-PRE6-1-1000

Light Source Lumileds / Osram (For 10° Beam Angle Only ) 

Input Voltage AC100 -240V 50/60Hz 

Power Factor ≥0.95 

Rated Power ( W ) 400 500 800 1000

Luminaire Efficiency ( lm/W ) 130 (MAX:150) 

Luminous Flux ( Im)*@5000K 52000 65000 104000 130000

Color Temperature ( K ) 3000±300 /4000±300/5000±300/5700±500/6500±500

Color Rendering Index 70/80

Beam Angle 10° / 25° / 45° / 60° / 90° 

Operating Temperature Range - 20 °C- 50 °C 

Operating Humidity Range 10 % - 90 % RH 

Storage Temperature Range - 25 °C- 50 °C

Housing Material Die casting aluminum 

IP Rating IP66

Luminaire Dimension ( mm ) ∅492.7 ∅ 586

Packing Dimension ( mm ) 550 x 500 x 500 700 x 650 x 600

Net Weight (Kg ) 15.0 27.5

Gross Weight ( Kg ) 16.0 29.0

DIMENSIONS

* The dimensions above are without mounting brackets.
* ±7% tolerance is reserved for the luminous flux.



Bigeye Series

LIGHT DISTRIBUTIONS 

900

250




